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Epilog Fusion Pro/Edge Firmware v 1.0.3.6 (6/28/2021)
Firmware Release Notes:
This firmware was released as a hotfix to 1.0.3.3/4/5 please note the release notes are unchanged except for the known issues.
Note: After upgrading the Fusion Pro to 1.0.3.6, you cannot be downgrade to a version below 1.0.3.3.
New Features/Enhancements (Since 1.0.3.3):
· Added Edge 24 compatibility 
· Table can now be nudged when the machine is running.
· Improved rotary engraving quality
· Increased penup speeds by 4x (Rotary speeds unchanged)
· Adds all Edge features to Fusion Pro line
· WiFi
· Job thumbnails at machine (Requires newest Software Suite)
· Edit job settings at the machine
· User unboxing wizard
· Exhaust control
· Added rotary park position for the rail allowing the idle location of the Y axis beam to be out of the centerline of the rotary for loading and unloading.
· Focus presets
· Improved vector power compensation 
· Improved vector speed
· Coupled with the improved power compensation some existing job settings may need to be updated since the machine moves faster and controls the power better. Jobs with small features will be most affected.
· Fixes issue where some vector jobs would appear to pause temporarily.
Bug Fixes
· Updated symbolic keyboard to allow all wireless password characters (1.0.3.3)
· Fixed issue where slewing quickly to bottom of table during move out or move back caused gantry misalignment. (1.0.3.3)
· Fixed laser fan speed control for Edge systems and enabled fan speed control from diagnostics menu (1.0.3.3)
· Improved Fusion Pro autofocus robustness (1.0.3.3)
· Warming up message – add details
· Fixed demo jobs where plunger would contact ruler for initial autofocus (1.0.3.3)
· Fixed camera streaming on Edge in diagnostics menu (1.0.3.3)
· Improved retrieval of logs (1.0.3.3)
· Fixed rotary detection (1.0.3.4)
· Fixed pause not correctly working when af sensor disconnected on FPro (1.0.3.4)
· Fixed motor drive error on FPro, high speed in raster (1.0.3.5)
· Fixed freezing issue where one or both CPU heartbeat LED’s (4, 8) would freeze/stop blinking
· Fixed fiber laser not firing (broken in 1.0.3.4, fixed 1.0.3.6)
· Fixed camera calibration crash on FPro (1.0.3.6)
· Fixed stuttering issue (1.0.3.6)
Known Issues
· Some vector jobs can stutter early in the job (1.0.3.3-1.0.3.5)
· Rare freezing event can freeze the UI and M4 (LED 4 and/or 8) (1.0.3.3-1.0.3.5)
· Touch screen can freeze. 
· LED 4 and LED 8 still blink.
· Run/pause button works if job is selected otherwise “No Job Selected” message will appear.
Internal Messaging Only Fixes
· Increased the peripheral update checkboxes size to aid selection (1.0.3.3)
· Blended Y move in raster mode. Possibly slight raster speedup and quality improvement (1.0.3.3)
· Sync logs to disk on error (1.0.3.6)
· Reverted to ???
· Updated default values in production wizard to match more closely with those used in production. (1.0.3.6)
· Disable M4 in rpc server when updating peripherals (1.0.3.6)
· Fixed FPGA programming return code check to properly error the update peripheral dialog (1.0.3.6)
· Fixed overhead/carriage camera classification logic (1.0.3.6)
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